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Ⅰ﹒Configuration and dimensions： 

Ⅲ﹒General specification：

A B D
4.0 max. 10.5 max. 25.4 min.

W 
0.60

Ⅱ﹒Description：
a﹒Ferrite drum core construction

c﹒Product weight：0.35g（ref.）

Unit：m/m

b﹒Enamelled copper wire：B class

d﹒Remark：Products comply with RoHS' requirements

ψ

b﹒Storage temp：-40℃---- +105℃ 

a﹒Temp. rise：20℃ max.

c﹒Operating temp：-25℃---- +85℃ 

d﹒Terminal tensile strength：2.5 KG min

e﹒Terminal bending strength：0.5 KG min

f﹒Dielectric withstanding voltage：500 Vrms

g﹒Rated current：Base on temp rise

Axial Inductor
20130306-G

C

B
W
ψ

A

e﹒Halogen free available.

D

C
61.00 ref.

※Color code ：
1st Color：First Significant Figure

2nd Color：Second Significant Figure
3rd Color：Muliplier
4th Color：Tolerance



Ⅳ﹒ Electrical characteristics：
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Inner : Box

B

Code

6002,000

Q'TY (pcs) G.W. (gw)

( 3 ) Q'TY & G.W. Per package

Outer : Carton

24,000250x 75 x 100

Size ( m/m ) Q'TY (pcs)

37.6 x 26.6 x 34.58.0

Size (cm)G.W. (Kg)

Ⅴ﹒Packaging information For AA Horizontal Taping In Box：

(1) Configuration

X

Y

Z

Unit:m/m( 2 ) Dimensions

D

G

B

F

AC

H
E

C
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D 6002,000 24,000250x 75 x 100 37.6 x 26.6 x 34.58.0

Style Item Item

F

Specification

1.00 ( max )

A
C

E

6.00±1.00

0.50 ( max )
D

1.00 ( max )G
X

T 52

76.00±1.50

52.00±1.50

26.00±1.50

B 5.00±0.50

H 2.50 ( max )

Specification



Ⅵ﹒Packaging information For AA Horizontal Taping In Reel：
( 1 ) Configuration

( 3 ) Q'TY & G.W. Per package

Q'TY (pcs)

C

Code

5,000

Inner : Reel

2,000

G.W. (gw) Size ( m/m )

( 2 ) Dimensions

C 6.00±1.00

26.00±1.50

0.50 ( max )

D

E

52.00±1.50

5.00±0.50B

A

Size (cm)G.W. (Kg)

Outer : Carton

Q'TY (pcs)

Unit:m/m

1.00 ( max )

1.00 ( max )

K

R

T

F

G

15.00±0.50

71.00±3.00

355.00±0.50

370 x 370 x 85 20,000 10.0 37.9 x 37.9 x 37.3

R
K

Label

T

D

G

B

F

AC

H
E

C

H 2.50 ( max )

SpecificationItem Item Specification
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E 5,000 2,000 370 x 370 x 85 20,000 10.0 37.9 x 37.9 x 37.3
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Ⅶ﹒Packaging information ：

Unit：mm

e  max.

P e

F 12.0FM Type

StyleCode P±0.5

1.76.5 4.5

H2±1H1±0.5

H
1

H
2



pcs  200A Bag

F pcs  200Bag ( FM Forming type )

E

D

B

C

T / R ( T52 Reel package )

T / B ( T52 Box package )

pcs5000

2000 pcs

T / B ( T52 Box package )

T / R ( T52 Reel package )

pcs2000

5000 pcs

(B=5.08±0.5m/m)

(B=5.08±0.5m/m)

Bag/200pcs

Inner package Q'TYCode Inner package Remark

Ⅷ﹒Drawing number expression：

Appendix code 2：Package Information

Appendix code 1：Product Classification

A A 0

Appendix code 1 : Classification

Appendix code 2 : Package

L：Lead Free Standard products comply with RoHS' requirements

Electrical code 

Tolerance code 

Type code

Dimension code

4 1 0

Reference code
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