
RT0 RTHP

Shell 
Contact 2.5mm

Contact #20 
® 

10 4 positions

13A 300V
see page 29

Consult factory Consult factory4 positions

13A & 20# 5A

see page 37

6 positions

150V
see page 71

12 
Consult factory Consult factory

3 positions
Contact #16

13A 300V
see page 21

8 positions 
Contact 

13A 300V
see page 79

10 positions 

150V
see page 111

1 position
Contact 3.6mm 

see page 179

14

 
Consult factory

Consult factory
8 positions
Contact

13A 
 

 page 87

12 positions 
Contact 

13A 300V 
see page 119

4 positions
Contact 2.5mm  

 23A &13A 

see page 47

4 positions

Contact 2.5mm
23A

see page 55

19 positions

150V
see page 127

1 position
Contact 6mm 

120A 

see page 183

16
Consult factory

19 positions

Contact 
# 
13A  300V

see page 135

4 positions

Contact 
#8 (Ø 

45A

see page 63

9 positions

Contact
2.5mm &

#  
23A & 13A 

see page 103

26 positions

150V
see page 151

1 position

Contact 8mm 
120A - 180A 

see page 187
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RT0 RTHP

Shell 
Contact 2.5mm

Contact #20 

Contact 3.6mm 
® 

18
Consult factory Consult factory

23 positions

13A 300V
see page 143

8 positions 
Contact 2.5mm

see page 95

32 positions

5A, 7.5A 150V
see page 167

20
Consult factory Consult factory

 

3 positions
Contact 3.6mm 

86A 630V
see page 197

1 position
Contact 10mm 

120A - 300A 630V
see page 191

28 positions 

13A 300V
see page 159

24
Consult factory Consult factory Consult factory Consult factory

48 positions 

13A 300V
see page 174 

Connector Guide

RTHP

Insert Arrangements are Pin Faceview

13



General Technical Characteristics

Materials

• Zinc Alloy Shells 

• Metal Alloy Backshells and               
Cable Glands

• Aluminum Alloy, Nickel Plated
Coupling Ring

• Stainless Steel Coupling Spring

• Contacts Plating Options 

Gold Flash over Tin

Tin

Silver

5µ, 10µ, 15µ, 30µ 

Gold Flash

• Insulation Resistance

° C

• Insulation Inserts 

Thermoplastic, UL94 V-0

Environmental

• IP67

• Operating Temperature  

-40° to 105° C - Standard Products  
    
-40° to 125° C -Standard Products  
            with Silicone Seal 

 
®

 

• Flammability Rating UL94 V-0

• Salt Spray  

upon request

• Sealing
In mated condition and in combination 
with sealed backshell 

• Fluid Resistance 
Gas, oil, mineral oil, acid bath,           
basic bath

14



Electrical

• In Accordance With

File number: E339831

• More information

     

Mechanical

• Durability

 

• Vibration 

• Thermal Shock 

 
test cycles from -55°C to 125°C

• Contact Resistance

eco|mate® ® 

Connector Guide
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